
INGROUND LIGHT



6362

2627

27

53

27

44 44

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

100.03 LUX

25.01 LUX

11.11 LUX

6.25 LUX

4.00 LUX

2.78 LUX

ZBAAA/B (1X2W-B15-30°)
0 1 2 3 41234

364.68

455.85

273.51

182.34

0.00

91.17

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.8m

2.7m

3.6m

4.6m

5.5m

0.9m

1.9m

2.8m

3.8m

4.7m

5.6m

100.03 LUX

25.01 LUX

11.11 LUX

6.25 LUX

4.00 LUX

2.78 LUX

Center beam LUX Beam width

Ver.Spread:25.7 Horiz.Spread:26.4

HV
2m

4m

6m

8m

10m

12m

91.17
182.34
273.51
364.68
455.85

H=0:
V=0:

23
15

29

22

43

23

23

15

29

18.68

23.35

14.01

9.34

0.00

4.67

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

5.50m

11.0m

16.6m

22.1m

27.1m

33.1m

5.40m

10.8m

16.3m

21.7m

27.1m

32.5m

5.79 LUX

1.45 LUX

0.64 LUX

0.36 LUX

0.23 LUX

0.16 LUX

Center beam LUX Beam width

Ver.Spread:107.2 Horiz.Spread:108.2

HV

2m

4m

6m

8m

10m

12m

4.67

9.34

14.01

18.68

23.35

H=0:
V=0:

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

5.79 LUX

1.45 LUX

0.64 LUX

0.36 LUX

0.23 LUX

0.16 LUX

ZBBAA/B (1X1W-120°)
0 1 2 3 41234

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

ZBAAA

ZBAAA

ZBAAB

ZBAAB

ZBBAA

ZBBAB

ZBBAA ZBBAB



6564 IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

38

65

38
38

65

34

50

83

9.39

11.74

7.04

4.70

0.00

2.35

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

2.20m

4.40m

6.60m

8.80m

10.9m

13.1m

2.20m

4.40m

6.60m

8.80m

11.0m

13.2m

2.93 LUX

0.73 LUX

0.33 LUX

0.18 LUX

0.12 LUX

0.08 LUX

Center beam LUX Beam width

Ver.Spread:57.4 Horiz.Spread:57.6

HV
2m

4m

6m

8m

10m

12m

C0(MAX):
C0/C180:

C90/C270:

2.35
4.70
7.04
9.39
11.74

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

2.93 LUX

0.73 LUX

0.33 LUX

0.18 LUX

0.12 LUX

0.08 LUX

ZBCAA/B（1X0.5W NICHIA ）
0 1 2 3 41234

42

67

83

45

65

3994.98

4993.73

2996.24

1997.49

0.00

998.75

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.9m

2.8m

3.8m

4.7m

5.7m

1.0m

2.0m

3.0m

4.0m

5.0m

5.9m

130.94 LUX

32.73 LUX

14.55 LUX

8.18 LUX

5.24 LUX

3.64 LUX

Center beam LUX Beam width

Ver.Spread:27.8 Horiz.Spread:26.7

HV
2m

4m

6m

8m

10m

12m

998.75
1997.49
2996.24
3994.98
4993.73

H=0:
V=0:

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

327.19 LUX

81.80 LUX

36.35 LUX

20.45 LUX

13.09 LUX

93.09 LUX

ZBDAA (1X2W-B27-13°)
0 1 2 3 41234

ZBCAA

ZBCAA

ZBCAB

ZBCAB

ZBDAA

ZBDAA



6766 IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

55

55

55 55

82.582.5

55

98

Ø48

Ø85

628.31

785.38

471.23

214.15

0.00

157.08

Light distribution curve[Unit:cd] Lux distance cure

C0(MAX):
C0/C180:

C90/C270:

157.08

214.15

471.23

628.31

785.38

Illuminance at a distance

0.4m

0.8m

1.2m

1.6m

2.0m

2.4m

0.4m

0.8m

1.3m

1.7m

2.1m

2.5m

196.35 LUX

49.09 LUX

21.82 LUX

12.27 LUX

7.85 LUX

5.45 LUX

Center beam LUX Beam width

Ver.Spread:20.1 Horiz.Spread:20.6

HV

2m

4m

6m

8m

10m

12m1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

231.37 LUX

57.84 LUX

25.71 LUX

14.46 LUX

9.25 LUX

6.43 LUX

ZBEAA/B（1X2W-B33D-20°）
0 1 2 3 41234

55

55

98

Ø48

Ø85

82.5

443.33

554.16

332.50

221.67

0.00

110.83

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.6m

1.2m

1.7m

2.3m

2.9m

0.7m

1.4m

2.1m

2.8m

3.5m

4.2m3.5m

40.97 LUX

10.25 LUX

4.55 LUX

2.56 LUX

1.64 LUX

1.14LUX

Center beam LUX Beam width

Ver.Spread:16.4 Horiz.Spread:20.0

HV

2m

4m

6m

8m

10m

12m

110.83

221.67

332.50

443.33

554.16

H=0:
V=0:

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

40.97 LUX

10.24 LUX

4.55 LUX

2.56 LUX

1.64 LUX

1.14 LUX

ZBFAA (1X2W-C9-45°/35°）
0 1 2 3 41234

ZBEAA

ZBEAB

ZBEAA ZBEAB

ZBFAA

9°



6968

Ø90

Ø60

150

65

65

65

103.5

65

103.5

65

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

738.86

923.57

554.14

369.43

0.00

184.71

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.9m

2.8m

3.8m

4.7m

5.6m

0.9m

1.9m

2.8m

3.8m

4.7m

5.7m

230.79 LUX

57.70 LUX

25.64 LUX

14.42 LUX

9.23 LUX

6.41 LUX

Center beam LUX Beam width

Ver.Spread:26.7 Horiz.Spread:26.5

HV

2m

4m

6m

8m

10m

12m

184.71

369.43

554.14

738.86

923.57

H=0:
V=0:

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

230.79 LUX

57.70 LUX

25.64 LUX

14.42 LUX

9.23 LUX

6.41 LUX

ZBGAA/B (1X3W-B33D-30°)
0 1 2 3 41234

ZBGAA

ZBGAB

ZBGAA ZBGAB

9°



7170 IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

Ø116

Ø70 Ø70

102 10276

Ø102

Ø74

150

Ø116

76

116

1610.78

2013.48

1208.09

805.39

0.00

402.70

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.8m

1.6m

2.4m

3.2m

4.0m

4.7m

0.8m

1.5m

2.3m

3.1m

3.8m

4.6m

500.77 LUX

125.19 LUX

55.64 LUX

31.30 LUX

20.03 LUX

13.91 LUX

Center beam LUX Beam width

Ver.Spread:22.4 Horiz.Spread:21.8

HV
2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

402.70
805.39
1208.09
1610.78
2013.48

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

500.77 LUX

125.19 LUX

55.64 LUX

31.30 LUX

20.03 LUX

13.91 LUX

ZBHAA/B (3X2W-B33D-20°)
0 1 2 3 41234

Ø116

Ø70 Ø70

102 10276

Ø102

Ø74

150

Ø116

76

116

1840.46

2300.58

1380.35

920.23

0.00

460.12

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.6m

1.2m

1.9m

2.5m

3.1m

3.7m

0.5m

1.1m

1.6m

2.2m

2.7m

3.3m

65.48 LUX

16.37 LUX

7.28 LUX

4.09 LUX

2.62 LUX

1.82 LUX

Center beam LUX Beam width

Ver.Spread:17.6 Horiz.Spread:15.6

HV
2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

460.12
920.23
1380.35
1840.46
2300.58

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

65.48 LUX

16.37 LUX

7.28 LUX

4.09 LUX

2.62 LUX

1.82 LUX

ZBIAA/B (3X2W-C9-45°/35°)
0 1 2 3 41234

ZBHAA ZBHAB

ZBHAA

ZBHAB

ZBIAA

ZBIAB

ZBIAA ZBIAB



7372 IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

Ø173

Ø112

86

173

Ø112

86

Ø156.5

Ø150.5

Ø118.5

16.4

149

Mh013 Mh013

3620.52

4525.65

2715.39

1810.26

0.00

905.13

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.8m

1.5m

2.3m

3.0m

3.8m

4.5m

0.7m

1.5m

2.2m

3.0m

3.7m

4.5m

1118.83 LUX

279.71 LUX

124.31 LUX

69.93 LUX

44.75 LUX

31.08 LUX

Center beam LUX Beam width

Ver.Spread:21.4 Horiz.Spread:21.2

HV
2m

4m

6m

8m

10m

12m

C90(MAX):
C0/C180:

C90/C270:

905.13
1810.26
2715.39
3620.52
4525.65

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

1118.83 LUX

279.71 LUX

124.71 LUX

69.93 LUX

44.75 LUX

31.08 LUX

ZBJAA/B (6X2W-B33D-20°)
0 1 2 3 41234

Ø173

Ø112

86

173

Ø112

86

Ø156.5

Ø150.5

Ø118.5

16.4

149

3000.61

3750.76

2250.45

1500.30

0.00

750.15

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.7m

1.5m

2.2m

3.0m

3.7m

4.4m

0.6m

1.3m

1.9m

2.5m

3.1m

3.8m

301.49 LUX

75.37 LUX

33.50 LUX

18.54 LUX

12.06 LUX

8.37 LUX

Center beam LUX Beam width

Ver.Spread:20.9 Horiz.Spread:17.8

HV

2m

4m

6m

8m

10m

12m

C90(MAX):
C0/C180:

C90/C270:

750.15

1500.30

2250.45

3000.61

3750.76

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

301.49 LUX

75.37 LUX

33.50 LUX

18.84 LUX

12.06 LUX

8.37 LUX

ZBKAA/B (6X2W-FC04-45°/35°)
0 1 2 3 41234

ZBJAA ZBJAB

ZBJAA

ZBJAB

ZBKAA

ZBKAB

ZBKAA ZBKAB



7574 IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

Ø200

75

200

75

Ø171.5

123.6

6013.11

7516.39

4509.84

3006.56

0.00

1503.28

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.8m

1.6m

2.4m

3.2m

4.0m

4.8m

0.8m

1.6m

2.4m

3.2m

4.0m

4.9m

1860.88 LUX

465.22 LUX

206.76 LUX

116.31 LUX

74.44 LUX

51.69 LUX

Center beam LUX Beam width

Ver.Spread:22.8 Horiz.Spread:22.9

HV
2m

4m

6m

8m

10m

12m

C90(MAX):
C0/C180:

C90/C270:

1503.28
3006.56
4509.84
6013.11
7516.39

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

1860.88 LUX

465.22 LUX

206.76 LUX

116.31 LUX

74.44 LUX

50.69 LUX

ZBLAA/B (6X3W-NICHIA-FB06-20°)
0 1 2 3 41234

Ø200

75

200

75

Ø171.5

123.6

4821.77

6027.22

3616.33

2410.89

0.00

1205.44

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.6m

1.1m

1.7m

2.2m

2.8m

3.4m

0.7m

1.4m

2.1m

2.8m

3.5m

4.2m

348.70 LUX

87.18 LUX

38.74 LUX

21.79 LUX

13.95 LUX

9.69 LUX

Center beam LUX Beam width

Ver.Spread:15.9 Horiz.Spread:19.8

HV
2m

4m

6m

8m

10m

12m

1205.44
2410.89
3616.33
4821.77
6027.22

H=0:
V=0:

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

348.70 LUX

87.18 LUX

38.74 LUX

21.79 LUX

13.95 LUX

9.69 LUX

ZBMAA/B (6X3-FC04-45°/35°）
0 1 2 3 41234

ZBLAA

ZBLAB

ZBLAA ZBLAB

ZBMAA

ZBMAB

ZBMAA ZBMAB



7776 IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

95
43

95

95

53

97

82.6

107.3

150

43

Mounting sleeve

449.07

561.34

336.80

224.54

0.00

112.27

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.9m

2.8m

3.7m

4.6m

5.6m

0.9m

1.9m

2.8m

3.7m

4.7m

5.6m

140.34 LUX

35.08 LUX

15.59 LUX

8.77 LUX

5.61 LUX

3.90 LUX

Center beam LUX Beam width

Ver.Spread:26.2 Horiz.Spread:26.1

HV

2m

4m

6m

8m

10m

12m

C0(MAX):
C0/C180:

C90/C270:

112.27

224.54

336.80

449.07

561.34

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

140.34 LUX

35.08 LUX

15.59 LUX

8.77 LUX

5.61 LUX

3.90 LUX

ZBNAA/B（1X4W-B33-20°）
0 1 2 3 41234

ZBNAA
ZBNAB

ZBNAA ZBNAB

9°



7978 IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

Mounting sleeve67.5

98

116

106

151.5

116
61

116
61

1592.81

1991.01

1194.60

796.40

0.00

398.20

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.8m

2.6m

3.5m

4.4m

5.3m

0.9m

1.8m

2.6m

3.5m

4.4m

5.3m

496.72 LUX

124.18 LUX

55.19 LUX

31.04 LUX

19.87 LUX

13.80 LUX

Center beam LUX Beam width

Ver.Spread:24.8 Horiz.Spread:24.9

HV

2m

4m

6m

8m

10m

12m

C225(MAX):
C0/C180:

C90/C270:

390.20

796.40

1194.60

1592.81

1991.01

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

496.72 LUX

124.18 LUX

55.19 LUX

31.04 LUX

19.87 LUX

13.80 LUX

ZBOAA/B（4X1.5W-B15-20°）
0 1 2 3 41234

Mounting sleeve109

128

173
108.5

173
108.5

116

220

155

3218.71

4023.39

2414.03

1609.35

0.00

804.68

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.7m

1.5m

2.2m

2.9m

3.6m

4.4m

0.7m

1.5m

2.2m

3.0m

3.7m

4.4m

994.99 LUX

248.75 LUX

110.55 LUX

62.19 LUX

39.80 LUX

27.64 LUX

Center beam LUX Beam width

Ver.Spread:21.0 Horiz.Spread:20.6

HV

2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

804.68

1609.35

2414.03

3218.71

4023.39

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

994.99 LUX

248.75 LUX

110.55 LUX

62.19 LUX

39.80 LUX

27.64 LUX

ZBOAC/D（9X1.2W-B15-20°）
0 1 2 3 41234

ZBOAA
ZBOAB

ZBOAA ZBOAB

ZBOAC
ZBOAD

ZBOAC ZBOAD



8180 IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

3218.71

4023.39

2414.03

1609.35

0.00

804.68

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.7m

1.5m

2.2m

2.9m

3.6m

4.4m

0.7m

1.5m

2.2m

3.0m

3.7m

4.4m

994.99 LUX

248.75 LUX

110.55 LUX

62.19 LUX

39.80 LUX

27.64 LUX

Center beam LUX Beam width

Ver.Spread:21.0 Horiz.Spread:20.6

HV

2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

804.68

1609.35

2414.03

3218.71

4023.39

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

994.99 LUX

248.75 LUX

110.55 LUX

62.19 LUX

39.80 LUX

27.64 LUX

ZBQAA/B（9X1.2W-B15-20°）
0 1 2 3 41234

Mounting sleeve

179

210
118

210
118

220

179

177125.5

4180.18

5225.23

3135.14

2090.09

0.00

1045.05

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.7m

2.6m

3.5m

4.4m

5.2m

0.8m

1.6m

2.4m

3.2m

4.0m

4.8m

1300.10 LUX

325.03 LUX

144.46 LUX

81.26 LUX

52.00 LUX

36.11 LUX

Center beam LUX Beam width

Ver.Spread:22.6 Horiz.Spread:24.6

HV

2m

4m

6m

8m

10m

12m

C135(MAX):
C0/C180:

C90/C270:

1045.05

2090.09

3135.14

4180.18

5225.23
1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

1300.10 LUX

325.03 LUX

144.46 LUX

81.26 LUX

52.00 LUX

36.11 LUX

ZBPAA/B（16X1.2W-B15-20°）
0 1 2 3 41234

Mounting sleeve

190

250
160

250
160

153

220

218

222

ZBPAA
ZBPAB

ZBPAA ZBPAB

ZBQAA
ZBQAB

ZBQAA ZBQAB



8382

615.22

769.03

461.42

307.61

0.00

153.81

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.8m

1.5m

2.3m

3.1m

3.8m

4.6m

0.8m

1.5m

2.3m

3.1m

3.8m

4.6m

191.72 LUX

47.93 LUX

21.30 LUX

11.98 LUX

7.67 LUX

5.33 LUX

Center beam LUX Beam width

Ver.Spread:21.8 Horiz.Spread:21.8

HV

2m

4m

6m

8m

10m

12m

C90(MAX):
C0/C180:

C90/C270:

153.81

307.61

461.42

615.22

769.03

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

191.72 LUX

47.93 LUX

21.30 LUX

11.98 LUX

7.67 LUX

5.33 LUX

ZBRAA/B（1X2W-B33D-20°）
0 1 2 3 41234

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

95 95

15097

107.3

82.6

53

ZBRAA

ZBRAB

ZBRAA ZBRAB



8584

1043.89

1304.86

782.92

521.94

0.00

260.97

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

1.0m

2.0m

2.9m

3.9m

4.9m

5.9m

1.0m

1.9m

2.9m

3.9m

4.8m

5.8m

284.40 LUX

71.10 LUX

31.60 LUX

17.78 LUX

11.38 LUX

7.90 LUX

Center beam LUX Beam width

Ver.Spread:27.1 Horiz.Spread:27.4

HV
2m

4m

6m

8m

10m

12m

H=0
V=0

260.97

782.92
521.94

1043.89
1304.86

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

284.40 LUX

71.10 LUX

31.60 LUX

17.78 LUX

11.38 LUX

7.90 LUX

ZBSAA/B（2X1.5W-B27-25°）
0 1 2 3 41234

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

116

151.598

11667.5

116

116

4622.86

5778.57

3467.14

2311.43

0.00

1155.72

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.7m

1.5m

2.2m

2.9m

3.7m

4.4m

0.7m

1.5m

2.2m

3.0m

3.7m

4.5m

1428.35 LUX

357.09 LUX

158.71 LUX

89.27 LUX

57.13 LUX

39.68 LUX

Center beam LUX Beam width

Ver.Spread:21.1 Horiz.Spread:20.8

HV

2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

1155.72

2311.43

3467.14

4622.86

5778.57
1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

726.85 LUX

181.71 LUX

80.76 LUX

45.43 LUX

29.07 LUX

20.19 LUX

ZBTAA/B（6X1.2W-B17-20°）
0 1 2 3 41234

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

173

220128

109 163

155

173

ZBSAA

ZBSAB

ZBSAA ZBSAB

ZBTAA
ZBTAB

ZBTAA ZBTAB



8786

4622.86

5778.57

3467.14

2311.43

0.00

1155.72

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.7m

1.5m

2.2m

2.9m

3.7m

4.4m

0.7m

1.5m

2.2m

3.0m

3.7m

4.5m

1428.35 LUX

357.09 LUX

158.71 LUX

89.27 LUX

57.13 LUX

39.68 LUX

Center beam LUX Beam width

Ver.Spread:21.1 Horiz.Spread:20.8

HV

2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

1155.72

2311.43

3467.14

4622.86

5778.57

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

994.99 LUX

248.75 LUX

110.55 LUX

62.19 LUX

39.80 LUX

27.64 LUX

ZBUAA/B（9X1.2W-B17-20°）
0 1 2 3 41234

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

210

220179

177125.5

179

210

11298.62

14123.27

8473.96

5649.31

0.00

2824.65

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.5m

1.0m

1.4m

1.9m

2.4m

2.9m

0.5m

1.0m

1.5m

2.0m

2.6m

3.1m

3403.94 LUX

850.99 LUX

378.22 LUX

212.75 LUX

136.16 LUX

94.55 LUX

Center beam LUX Beam width

Ver.Spread:14.5 Horiz.Spread:13.7

HV

2m

4m

6m

8m

10m

12m

C90(MAX):
C0/C180:

C90/C270:

2824.65

5649.31

8473.96

11298.62

14123.27
1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

3403.94 LUX

850.99 LUX

378.22 LUX

212.75 LUX

136.16 LUX

94.55 LUX

ZBVAA/B（12X1.2W-B27-13°）
0 1 2 3 41234

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

250

153

222

220190

218

250

ZBUAA
ZBUAB

ZBUAA ZBUAB

ZBVAA

ZBVAB

ZBVAA ZBVAB



8988

1537.88

1922.35

1153.41

768.94

0.00

384.47

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.5m

1.1m

1.6m

2.2m

2.7m

3.3m

0.6m

1.1m

1.7m

2.3m

3.9m

3.4m

389.91 LUX

97.48 LUX

43.32 LUX

24.37 LUX

15.60 LUX

10.83 LUX

Center beam LUX Beam width

Ver.Spread:15.5 Horiz.Spread:16.3

HV
2m

4m

6m

8m

10m

12m

C0(MAX):
C0/C180:

C90/C270:

384.47
768.94
1153.41
1537.88
1922.35

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

389.91 LUX

97.48 LUX

43.32LUX

24.37 LUX

15.60 LUX

10.83 LUX

ZBWAA（3X1W-B15-20°）
0 1 2 3 41234

Ø116

Ø76

88

Ø105

150

ZBWAA



9190

1782.83

2228.54

1337.12

891.41

0.00

445.71

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.7m

1.5m

2.2m

3.0m

3.7m

4.5m

0.7m

1.5m

2.2m

3.0m

3.7m

4.4m

548.94 LUX

137.24 LUX

60.99 LUX

34.31 LUX

21.96 LUX

15.25 LUX

Center beam LUX Beam width

Ver.Spread:20.9 Horiz.Spread:21.1

HV
2m

4m

6m

8m

10m

12m

445.71
891.41
1337.12
1782.83
2228.54

H=0:
V=0:

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

548.94 LUX

137.24 LUX

60.99 LUX

34.31 LUX

21.96 LUX

15.25 LUX

ZBXAB（3X2W-B33D-20°）
0 1 2 3 41234

Ø150

Ø142.5

Ø96

120 195
97.5

3190551

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>783kgs

ZBXAA ZBXAB

ZBXAA ZBXAB

ZBXAA ZBXAB

ZBXAA

ZBXAB



9392

Ø116

88

Ø105

150

IP67
OUTDOOR

RATED
COMPLIANT

>1920kgs

G
LASS PRESSURE CAPACITY

ZBYAA

ZBYAB

ZBYAA ZBYAB



9594



9796

1267.88

1584.85

950.91

633.94

0.00

316.97

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.7m

2.6m

3.4m

4.3m

5.1m

0.8m

1.7m

2.5m

3.3m

4.2m

5.0m

395.48 LUX

98.87 LUX

43.94 LUX

24.72 LUX

15.82 LUX

10.99LUX

Center beam LUX Beam width

Ver.Spread:23.5 Horiz.Spread:24.1

HV
2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

316.97
633.94
950.91
1267.88
1584.85

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

395.48 LUX

98.87 LUX

43.94 LUX

24.72 LUX

15.82 LUX

10.99 LUX

0 1 2 3 41234
ZCAAA/B (1X5W-COB-R7-24°)

132.5

59
53

137 84

70 66

66

95.5 95.5

3190551

IP67
OUTDOOR

RATED
COMPLIANT G

LASS PRESSURE CAPACITY

>783kgs

ZCAAA
ZCAAB

ZCAAA ZCAAB

ZBXAA ZBXAB



101100

954.80

1193.49

716.10

477.40

0.00

238.70

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.8m

2.7m

3.7m

4.6m

5.5m

0.9m

1.8m

2.8m

3.7m

4.6m

5.5m

297.54 LUX

74.38 LUX

33.06 LUX

18.60 LUX

11.90 LUX

8.26 LUX

Center beam LUX Beam width

Ver.Spread:25.8 Horiz.Spread:25.9

HV
2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

238.70
477.40
716.10
954.80
1193.49

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

297.54 LUX

74.38 LUX

33.06 LUX

18.60 LUX

11.90 LUX

8.26 LUX

0 1 2 3 41234
ZCDAA/B (1X6W-COB-R5-25°)

Ø116 116

116
79

Ø102

Ø74

150

G
LASS PRESSURE CAPACITY

>2578kgs

3190551

IP67
OUTDOOR

RATED
COMPLIANT

ZCDAA ZCDAB

ZCDAA

ZCDAB



103102

540.65

675.81

405.48

270.32

0.00

135.16

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

1.3m

2.7m

4.0m

5.3m

6.7m

8.0m

1.3m

2.7m

4.0m

5.3m

6.7m

8.0m

166.67 LUX

41.67 LUX

18.52 LUX

18.42 LUX

6.67 LUX

6.43 LUX

Center beam LUX Beam width

Ver.Spread:36.9 Horiz.Spread:36.9

HV

2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

135.16

270.32

405.48

540.65

675.81
1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

166.67 LUX

41.67 LUX

18.52 LUX

10.42 LUX

6.67 LUX

4.63 LUX

ZCEAA/B（1X5W-R7-24°）
0 1 2 3 41234

107.3

82.6

53

9595
43

15097

Mounting sleeve

1917.80

2397.25

1438.35

958.90

0.00

479.45

Light distribution curve[Unit:cd] Lux distance cure

C0(MAX):
C0/C180:

C90/C270:

479.45

958.90

1438.35

1438.35

2397.25

Illuminance at a distance

0.8m

1.6m

2.4m

3.2m

4.1m

4.9m

0.8m

1.6m

2.5m

3.3m

4.1m

4.9m

599.31 LUX

149.83 LUX

66.59 LUX

37.46 LUX

23.97 LUX

16.65 LUX

Center beam LUX Beam width

Ver.Spread:23.1 Horiz.Spread:23.0

HV

2m

4m

6m

8m

10m

12m1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

599.31LUX

149.83 LUX

66.59 LUX

37.46 LUX

23.97 LUX

16.65 LUX

ZCEAA/B（1X7W-R8-24°）
0 1 2 3 41234

Mounting sleeve

116

11667.5

106

116

151.598

G
LASS PRESSURE CAPACITY

>1195kgs

IP67
OUTDOOR

RATED
COMPLIANT G

LASS PRESSURE CAPACITY

>2526kgs

IP67
OUTDOOR

RATED
COMPLIANT

ZCEAA ZCEAB

ZCEAA

ZCEAB

ZCFAA ZCFAB

ZCEAA
ZCEAB



105104

173
108.5

173
108.5

220
128

163109

155

9880.71

12350.89

7410.53

4940.36

0.00

2470.18

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.4m

0.9m

1.3m

1.7m

2.2m

2.6m

0.5m

0.9m

1.4m

1.8m

2.3m

2.8m

3087.72 LUX

771.93 LUX

343.08 LUX

192.98 LUX

123.51 LUX

85.77 LUX

Center beam LUX Beam width

Ver.Spread:12.3 Horiz.Spread:13.1

HV

2m

4m

6m

8m

10m

12m

C0(MAX):
C0/C180:

C90/C270:

2470.18

4940.36

7410.53

9880.71

12350.89
1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

2915.60 LUX

728.90 LUX

323.96 LUX

182.23 LUX

116.62 LUX

80.99 LUX

0 1 2 3 41234
ZCGAA/B (1X12W-R18-12°)

210
118

210
118

220
179

177125.5

179

5423.70

6779.63

4067.78

2711.85

0.00

1355.93

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.8m

1.6m

2.4m

3.3m

4.1m

4.9m

0.8m

1.6m

2.4m

3.2m

4.0m

4.8m

1666.57 LUX

416.64 LUX

182.17 LUX

104.16 LUX

66.66 LUX

46.29 LUX

Center beam LUX Beam width

Ver.Spread:23.0 Horiz.Spread:22.8

HV

2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

1355.93

2711.85

4067.78

5423.70

6779.63
1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

1666.57 LUX

416.64 LUX

185.17 LUX

104.16 LUX

66.66 LUX

46.29 LUX

0 1 2 3 41234
ZCHAA/B (1X18W-R19-22°)

G
LASS PRESSURE CAPACITY

>2621kgs

IP67
OUTDOOR

RATED
COMPLIANT G

LASS PRESSURE CAPACITY

>2940kgs

IP67
OUTDOOR

RATED
COMPLIANT

ZCGAA ZCGAB

ZCGAA

ZCGAB

ZCHAA ZCHAB

ZCHAA

ZCHAB



107106

4873.16

6091.45

3654.87

2436.58

0.00

1218.29

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.9m

2.8m

3.8m

4.7m

5.7m

1.0m

1.9m

2.9m

3.8m

4.8m

2.7m

1490.22 LUX

372.56 LUX

165.58 LUX

93.14 LUX

59.61 LUX

41.40 LUX

Center beam LUX Beam width

Ver.Spread:26.5 Horiz.Spread:26.9

HV

2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

1218.29

2436.58

3654.87

4873.16

6091.45
1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

1490.22 LUX

372.56 LUX

165.58 LUX

93.14 LUX

59.61 LUX

41.40 LUX

0 1 2 3 41234
ZCHAC/D (1X18W-R16-25°)

250
160

250
160

222

218

220
190

153

G
LASS PRESSURE CAPACITY

>5016kgs

IP67
OUTDOOR

RATED
COMPLIANT

ZCHAC ZCHAD

ZCHAC

ZCHAD



109108

1151.94

1439.93

863.96

575.97

0.00

287.99

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.8m

2.6m

3.5m

4.4m

5.3m

0.9m

1.8m

2.7m

3.6m

4.5m

5.4m

358.41 LUX

89.60 LUX

39.82 LUX

22.40 LUX

14.34 LUX

9.96 LUX

Center beam LUX Beam width

Ver.Spread:25.3 Horiz.Spread:24.8

HV
2m

4m

6m

8m

10m

12m

C0/C180:
C45(Max):

C90/C270:

287.99
575.97
863.96
1151.94
1439.93

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

358.41 LUX

89.60 LUX

39.82 LUX

22.40 LUX

14.34 LUX

9.96 LUX

ZCIAA (1X6W-R5-25°)
0 1 2 3 41234

84

100

100

88

88

125
100

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

ZCIAA



111110



113112

Ø58

Ø41

43

54

Ø58

43

40

58

58

40

43

58 58

Ø41

43

54

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>1106kgs

2.68

3.35

2.01

1.34

0.00

0.67

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

3.70m

7.30m

11.0m

14.7m

18.3m

22.0m

2.60m

5.20m

7.90m

10.5m

13.1m

15.7m

0.66 LUX

0.17 LUX

0.07 LUX

0.04 LUX

0.03 LUX

0.02 LUX

Center beam LUX Beam width

Ver.Spread:85.1 Horiz.Spread:66.6

HV

2m

4m

6m

8m

10m

12m

C0/C180:
C90(Max):

C90/C270:

0.67

1.34

2.01

2.68

3.35

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

0.66 LUX

0.17 LUX

0.07 LUX

0.04 LUX

0.03 LUX

0.02 LUX

ZDAAA/B (6XSindle color)
0 1 2 3 41234

0.98

1.23

0.74

0.49

0.00

0.25

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

5.70m

11.4m

17.1m

22.8m

28.5m

34.2m

5.70m

11.3m

17.0m

22.7m

28.4m

34.0m

0.31 LUX

0.08 LUX

0.03 LUX

0.02 LUX

0.01 LUX

0.01 LUX

Center beam LUX Beam width

Ver.Spread:110.0 Horiz.Spread:109.7

HV
2m

4m

6m

8m

10m

12m

0.25
0.49
0.74
0.98
1.23

H=0
V=0

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

0.31 LUX

0.08 LUX

0.03 LUX

0.02 LUX

0.01 LUX

0.01 LUX

0 1 2 3 41234
ZDBAA/B (6XSMD2835)

Ø90

Ø60

150

65

65

65

103.5

65

103.5

65

3190551

G
LASS PRESSURE CAPACITY

>783kgs

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

ZDAAA

ZDAAB

ZDAAA ZDAAB ZDAAA ZDAAB

ZDBAA ZDBAB

ZDBAA

ZDBAB



115114

Ø173

40

3856

Ø173

38
38

173

40

38
56

173

6.52

8.15

4.89

3.26

0.00

1.63

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

6.20m

12.5m

18.7m

24.9m

31.4m

37.4m

6.00m

12.1m

18.1m

24.2m

30.2m

36.3m

2.01 LUX

0.50 LUX

0.22 LUX

0.13 LUX

0.08 LUX

0.06 LUX

Center beam LUX Beam width

Ver.Spread:114.6 Horiz.Spread:113.1

HV
2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

1.63
3.26
4.89
6.52
8.15

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

2.01 LUX

0.50 LUX

0.22 LUX

0.13 LUX

0.08 LUX

0.06 LUX

0 1 2 3 41234
ZDCAA/B (36XSingle Color)

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>3370kgs

Ø116

97

38

33

25

116

97

33

25

38
Ø116

38

116

38

1.75

2.19

1.32

0.88

0.00

0.44

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

6.1m

12.2m

18.4m

24.5m

30.6m

36.7m

6.0m

11.9m

17.9m

23.8m

29.8m

35.7m

0.52 LUX

0.13 LUX

0.06 LUX

0.03 LUX

0.02 LUX

0.01 LUX

Center beam LUX Beam width

Ver.Spread:113.8 Horiz.Spread:112.3

HV
2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

0.44
0.88
1.32
1.75
2.192.19

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

0.52 LUX

0.13 LUX

0.06 LUX

0.03 LUX

0.02 LUX

0.01 LUX

0 1 2 3 41234
ZDDAA/B (12XSingle Color)

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>3370kgs

ZDCAA ZDCAB

ZDCAA

ZDCAB

ZDCAA ZDCAB

ZDDAA
ZDDAB

ZDDAA ZDDAB



117116

100

100 84

88

12788
145

19.38

24.22

14.53

9.69

0.00

4.84

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

6.00m

12.0m

18.0m

23.9m

29.9m

35.9m

6.00m

12.0m

18.0m

23.9m

29.9m

35.9m

6.06 LUX

1.51 LUX

0.67 LUX

0.38 LUX

0.24 LUX

0.17 LUX

Center beam LUX Beam width

Ver.Spread:112.6 Horiz.Spread:112.6

HV

2m

4m

6m

8m

10m

12m

C0(MAX):
C0/C180:

C90/C270:

4.84

9.69

14.53

19.38

24.22
1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

6.02 LUX

1.51 LUX

0.67 LUX

0.38 LUX

0.24 LUX

0.17 LUX

ZDEAA（16X0.2W）
0 1 2 3 41234

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

ZDEAA



119118



121120

24.69

30.87

18.52

12.35

0.00

6.17

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.6m

1.2m

1.8m

2.3m

2.9m

3.5m

5.00m

10.1m

15.1m

20.1m

25.1m

30.2m

0.18 LUX

0.04 LUX

0.02 LUX

0.01 LUX

0.01LUX

0.00 LUX

Center beam LUX Beam width

Ver.Spread:16.7 Horiz.Spread:103.0

HV
2m

4m

6m

8m

10m

12m

C90(MAX):
C0/C180:

C90/C270:

6.17
12.35
18.52
24.69
30.87

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

0.18 LUX

0.04 LUX

0.02 LUX

0.01 LUX

0.01 LUX

0.00 LUX

ZEAAA/B/C (10Xφ5LED)
0 1 2 3 41234

115.5

112

169

32.5

115.5

112

169

32.5

115.5

112

169

32.5

Φ156.5

Φ150.5

149

16.4

Φ118.5

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>2000kgs

ZEAAA

ZEAAB

ZEAAC

ZEAAA ZEAAB ZEAAC



123122

2.09

2.61

1.57

1.04

0.00

0.52

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

149.4m

298.9m

448.3m

597.8m

747.2m

896.7m

141.3m

282.7m

424.0m

565.3m

706.6m

848.0m

0.16 LUX

0.04 LUX

0.02 LUX

0.01 LUX

0.01 LUX

0.00 LUX

Center beam LUX Beam width

Ver.Spread:177.0 Horiz.Spread:176.8

HV
2m

4m

6m

8m

10m

12m

C315(MAX):
C0/C180:

C90/C270:

0.52
1.04
1.57
2.09
2.61

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

0.16 LUX

0.04 LUX

0.01 LUX

0.01 LUX

0.00 LUX

0.00 LUX

ZEBAA/B/C (6X0.5w-SMD5630)
0 1 2 3 41234

19.5

102.5

150

Ø157

Ø118.5

Ø173

Ø112

16.4

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>2000kgs

2.84

3.56

2.13

1.42

0.00

0.71

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.8m

1.7m

2.5m

3.4m

4.2m

5.0m

0.7m

1.3m

2.0m

2.7m

3.4m

4.0m

0.05 LUX

0.01 LUX

0.01 LUX

0.00 LUX

0.00 LUX

0.00 LUX

Center beam LUX Beam width

Ver.Spread:176.8 Horiz.Spread:53.0

HV

2m

4m

6m

8m

10m

12m

C180(MAX):
C0/C180:

C90/C270:

0.71

1.42

2.13

2.84

3.56
1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

0.05 LUX

0.01 LUX

0.01 LUX

0.00 LUX

0.00 LUX

0.00 LUX

ZEBAD/E/F  (6X0.5W-SMD5630)
0 1 2 3 41234

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>2000kgs

Ø102

Ø74

150

ZEBAA

ZEBAB

ZEBAC

ZEBAA ZEBAB ZEBAC

ZEBAD ZEBAE ZEBAF

ZEBAD

ZEBAE

ZEBAF



125124

2.95

3.69

2.21

1.47

0.00

0.74

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

1.90m

3.80m

5.60m

7.50m

9.40m

11.3m

7.30m

14.7m

22.0m

29.4m

36.7m

44.1m

0.05 LUX

0.01 LUX

0.01 LUX

0.00 LUX

0.00 LUX

0.00 LUX

Center beam LUX Beam width

Ver.Spread:122.9 Horiz.Spread:50.3

HV

2m

4m

6m

8m

10m

12m

H=0:
V=0:

0.74

1.47

2.21

2.95

3.691m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

0.05 LUX

0.01 LUX

0.01 LUX

0.00 LUX

0.00 LUX

0.00 LUX

ZEBAG/H/I (1X2W-B33D-30°)
0 1 2 3 41234

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>2000kgs

53

59

132.5

137
84

110.5110.5 110.5

7070 70

7070 70

0.57

0.71

0.43

0.28

0.00

0.14

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

1.90m

3.80m

5.70m

7.60m

9.50m

11.4m

6.20m

12.4m

18.6m

24.8m

31.0m

37.2m

0.00 LUX

0.00 LUX

0.00 LUX

0.00 LUX

0.00 LUX

0.00 LUX

Center beam LUX Beam width

Ver.Spread:50.9 Horiz.Spread:114.4

HV
2m

4m

6m

8m

10m

12m

C90(MAX):
C0/C180:

C90/C270:

0.14
0.28
0.43
0.57
0.71

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

0.00 LUX

0.00 LUX

0.00 LUX

0.00 LUX

0.00 LUX

0.00 LUX

ZEBAJ/K/L (1X2W-SMD5630)
0 1 2 3 41234

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>2000kgs

Ø48

Ø85

98

55 55 55

55

86.5

55

86.5 86.5

55

ZEBAG

ZEBAH

ZEBAI

ZEBAG ZEBAH ZEBAI

ZEBAJ

ZEBAK

ZEBAL

ZEBAJ ZEBAK ZEBAL



127126

2.95

3.69

2.21

1.47

0.00

0.74

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

1.90m

3.80m

5.60m

7.50m

9.40m

11.3m

7.30m

14.7m

22.0m

29.4m

36.7m

44.1m

0.05 LUX

0.01 LUX

0.01 LUX

0.00 LUX

0.00 LUX

0.00 LUX

Center beam LUX Beam width

Ver.Spread:122.9 Horiz.Spread:50.3

HV

2m

4m

6m

8m

10m

12m

H=0:
V=0:

0.74

1.47

2.21

2.95

3.691m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

0.05 LUX

0.01 LUX

0.01 LUX

0.00 LUX

0.00 LUX

0.00 LUX

ZEBAM/N/O (1X2W-B33D-30°)
0 1 2 3 41234

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>2000kgs

Ø55

Ø55

48.2

Ø55Ø55

Ø55

48.2

Ø55

48.2

Ø55

86

48

133

Light distribution curve[Unit:cd] Lux distance cure
C0/C180:

C45(Max):

C90/C270:

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

522.00 LUX

130.50 LUX

58.00 LUX

32.63 LUX

20.88 LUX

14.50 LUX

0 1 2 3 41234
ZEBAR (1X2W)

0°

90°

±180°

-90°
1.08
2.16
3.24
4.32
5.40 0.00

1.08

2.16

3.24

4.32

5.40

0° 45°-45° 90°-90° 135°-135° 180°-180°

Illuminance at a Distance
Center Beam LUX Beam Width

HV
2m 0.00 LUX 1.4m 119.8m

4m 0.00 LUX 2.8m 239.7m

6m 0.00 LUX 4.2m 359.5m

8m 0.00 LUX 5.6m 479.3m

10m 0.00 LUX 7.0m 599.2m

12m 0.00 LUX 8.4m 719.0m

Vert.Spread:38.5 Horiz.Spread:176.3

Light distribution curve[Unit:cd] Lux distance cure
C0/C180:

C225(Max):

C90/C270:

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

522.00 LUX

130.50 LUX

58.00 LUX

32.63 LUX

20.88 LUX

14.50 LUX

0 1 2 3 41234
ZEBAQ (1X2W)

0°

90°

±180°

-90°
0.18
0.37
0.55
0.73
0.91 0.00

0.18

0.37

0.55

0.73

0.91

0° 45°-45° 90°-90° 135°-135° 180°-180°

Illuminance at a Distance
Center Beam LUX Beam Width

HV
2m 0.00 LUX 2.6m 4.6m

4m 0.00 LUX 5.2m 9.1m

6m 0.00 LUX 7.8m 13.7m

8m 0.00 LUX 10.4m 18.2m

10m 0.00 LUX 13.0m 22.8m

12m 0.00 LUX 15.6m 27.4m

Vert.Spread:66.2 Horiz.Spread:97.5

Light distribution curve[Unit:cd] Lux distance cure
C0/C180:

0°

90°

±180°

-90°
0.14
0.28
0.43
0.57
0.71 0.00

0.14

0.28

0.43

0.57

0.71

0° 45°-45° 90°-90° 135°-135° 180°-180°

C90(Max):

Illuminance at a Distance
Center Beam LUX Beam Width

HV
2m 0.00 LUX 1.9m 6.2m

4m 0.00 LUX 3.8m 12.4m

6m 0.00 LUX 5.7m 18.6m

8m 0.00 LUX 7.6m 24.8m

10m 0.00 LUX 9.5m 31.0m

12m 0.00 LUX 11.4m 37.2m

Vert.Spread:50.9 Horiz.Spread:114.4

C90/C270:

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

522.00 LUX

130.50 LUX

58.00 LUX

32.63 LUX

20.88 LUX

14.50 LUX

0 1 2 3 41234
ZEBAP (1X2W)

ZEBAM

ZEBAN

ZEBAO

ZEBAM ZEBAN ZEBAO

ZEBAP

ZEBAQ

ZEBAR



129128

2.95

3.69

2.21

1.47

0.00

0.74

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

1.90m

3.80m

5.60m

7.50m

9.40m

11.3m

7.30m

14.7m

22.0m

29.4m

36.7m

44.1m

0.05 LUX

0.01 LUX

0.01 LUX

0.00 LUX

0.00 LUX

0.00 LUX

Center beam LUX Beam width

Ver.Spread:122.9 Horiz.Spread:50.3

HV

2m

4m

6m

8m

10m

12m

H=0:
V=0:

0.74

1.47

2.21

2.95

3.691m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

0.05 LUX

0.01 LUX

0.01 LUX

0.00 LUX

0.00 LUX

0.00 LUX

ZEBAS (1X2W-B33D-30°)
0 1 2 3 41234

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>2000kgs

86

48

133

Ø55

Ø41

48.2

54

Ø55

Ø41

48.2

54

Ø55

Ø41

48.2

54

Light distribution curve[Unit:cd] Lux distance cure
C0/C180:

C45(Max):

C90/C270:

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

522.00 LUX

130.50 LUX

58.00 LUX

32.63 LUX

20.88 LUX

14.50 LUX

0 1 2 3 41234
ZEBAX (1X2W)

0°

90°

±180°

-90°
1.08
2.16
3.24
4.32
5.40 0.00

1.08

2.16

3.24

4.32

5.40

0° 45°-45° 90°-90° 135°-135° 180°-180°

Illuminance at a Distance
Center Beam LUX Beam Width

HV
2m 0.00 LUX 1.4m 119.8m

4m 0.00 LUX 2.8m 239.7m

6m 0.00 LUX 4.2m 359.5m

8m 0.00 LUX 5.6m 479.3m

10m 0.00 LUX 7.0m 599.2m

12m 0.00 LUX 8.4m 719.0m

Vert.Spread:38.5 Horiz.Spread:176.3

Light distribution curve[Unit:cd] Lux distance cure
C0/C180:

C225(Max):

C90/C270:

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

522.00 LUX

130.50 LUX

58.00 LUX

32.63 LUX

20.88 LUX

14.50 LUX

0 1 2 3 41234
ZEBAW (1X2W)

0°

90°

±180°

-90°
0.18
0.37
0.55
0.73
0.91 0.00

0.18

0.37

0.55

0.73

0.91

0° 45°-45° 90°-90° 135°-135° 180°-180°

Illuminance at a Distance
Center Beam LUX Beam Width

HV
2m 0.00 LUX 2.6m 4.6m

4m 0.00 LUX 5.2m 9.1m

6m 0.00 LUX 7.8m 13.7m

8m 0.00 LUX 10.4m 18.2m

10m 0.00 LUX 13.0m 22.8m

12m 0.00 LUX 15.6m 27.4m

Vert.Spread:66.2 Horiz.Spread:97.5

Light distribution curve[Unit:cd] Lux distance cure
C0/C180:

0°

90°

±180°

-90°
0.14
0.28
0.43
0.57
0.71 0.00

0.14

0.28

0.43

0.57

0.71

0° 45°-45° 90°-90° 135°-135° 180°-180°

C90(Max):

Illuminance at a Distance
Center Beam LUX Beam Width

HV
2m 0.00 LUX 1.9m 6.2m

4m 0.00 LUX 3.8m 12.4m

6m 0.00 LUX 5.7m 18.6m

8m 0.00 LUX 7.6m 24.8m

10m 0.00 LUX 9.5m 31.0m

12m 0.00 LUX 11.4m 37.2m

Vert.Spread:50.9 Horiz.Spread:114.4

C90/C270:

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

522.00 LUX

130.50 LUX

58.00 LUX

32.63 LUX

20.88 LUX

14.50 LUX

0 1 2 3 41234
ZEBAV (1X2W)

ZEBAS

ZEBAT

ZEBAU

ZEBAS ZEBAT ZEBAU

ZEBAV

ZEBAW

ZEBAX



131130



133132 IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

68

549

527

31.5

68

1025

1007

31.5

80

68

80

68

70.38

87.97

52.78

35.19

0.00

17.59

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

6.20m

12.5m

18.7m

25.0m

31.2m

37.4m

7.70m

15.3m

23.0m

30.6m

38.3m

46.0m

21.99 LUX

5.50 LUX

2.44 LUX

1.37 LUX

0.88 LUX

0.61 LUX

Center beam LUX Beam width

Ver.Spread:124.9 Horiz.Spread:114.9

HV
2m

4m

6m

8m

10m

12m

17.59
35.19
52.78
70.38
87.97

H=0:
V=0:

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

21.99 LUX

5.50 LUX

2.44 LUX

1.37 LUX

0.88 LUX

0.61 LUX

ZFAAA（48X0.3W-NICHIA-120°）
0 1 2 3 41234

140.51

175.64

105.38

70.26

0.00

35.13

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

6.20m

12.5m

18.7m

24.9m

31.1m

37.4m

7.60m

15.2m

22.8m

30.4m

38.0m

45.6m

43.40 LUX

10.85 LUX

4.82 LUX

2.71 LUX

1.74 LUX

1.21 LUX

Center beam LUX Beam width

Ver.Spread:124.5 Horiz.Spread:114.6

HV
2m

4m

6m

8m

10m

12m

35.13
70.26
105.38
140.51
175.64

H=0:
V=0:

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

43.40 LUX

10.85 LUX

4.82 LUX

2.71 LUX

1.74 LUX

1.21 LUX

ZFAAB（96X0.3W-NICHIA-120°）
0 1 2 3 41234

ZFAAA

ZFAAB

ZFAAA

ZFAAB



135134 IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

68

1025

527

137#

80

68

1007

138#

80

68

68

549

31.5

31.5

3041.36

3926.70

2356.02

1570.68

0.00

785.34

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.8m

1.5m

2.3m

3.1m

3.8m

4.6m

0.8m

1.5m

2.3m

3.1m

3.8m

4.6m

977.88 LUX

244.47 LUX

108.65 LUX

61.12 LUX

39.12 LUX

27.16 LUX

Center beam LUX Beam width

Ver.Spread:21.8 Horiz.Spread:21.7

HV
2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

785.34
1570.68
2356.02
3041.36
3926.70

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

977.88 LUX

244.47 LUX

108.65 LUX

61.12 LUX

39.12 LUX

27.16 LUX

ZFBAA (12X1.5W-B32-20°)
0 1 2 3 41234

6143.46

7679.33

4607.60

3071.73

0.00

1535.87

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.8m

1.6m

2.5m

3.3m

4.1m

4.9m

0.8m

1.6m

2.4m

3.3m

4.1m

4.9m

1906.93 LUX

476.73 LUX

211.88 LUX

119.18 LUX

73.28 LUX

57.97 LUX

Center beam LUX Beam width

Ver.Spread:23.1 Horiz.Spread:23.2

HV
2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

1535.87
3071.73
4607.60
6143.46
7679.33

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

1906.93 LUX

476.73 LUX

211.88 LUX

119.18 LUX

76.28 LUX

52.97 LUX

ZFBAB (24X1.5W-B32-20°)
0 1 2 3 41234

ZFBAA

ZFBAB

ZFBAA

ZFBAB



137136

68

1025

527

137#

80

68

1007

138#

80

68

68

549

31.5

31.5

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT

8046.95

10058.69

6035.22

4023.48

0.00

2011.74

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.4m

0.7m

1.1m

1.5m

1.9m

2.2m

1.1m

2.2m

3.4m

4.5m

5.6m

6.7m

2375.15 LUX

593.79 LUX

263.91 LUX

148.45 LUX

95.01 LUX

65.98 LUX

Center beam LUX Beam width

Ver.Spread:10.6 Horiz.Spread:31.4

HV

2m

4m

6m

8m

10m

12m

C0/C180:
C90Max):

C90/C270:

2011.74

4023.43

6035.22

8046.95

10058.69
1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

2375.15 LUX

593.79 LUX

263.91 LUX

148.45 LUX

95.01 LUX

68.98 LUX

0 1 2 3 41234
ZFCAA（12X1.5W-C8-45°/35°）

16001.51

20001.88

12001.13

8000.75

0.00

4000.38

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.4m

0.7m

1.1m

1.5m

1.9m

2.2m

1.2m

2.4m

3.6m

4.7m

5.9m

7.1m

4937.36 LUX

1234.34 LUX

548.60 LUX

308.58 LUX

197.49 LUX

137.15 LUX

Center beam LUX Beam width

Ver.Spread:10.7 Horiz.Spread:33.1

HV

2m

4m

6m

8m

10m

12m

C0/C180:
C45Max):

C90/C270:

4000.35

8000.75

12001.13

16001.51

20001.88
1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

4937.36 LUX

1234.34 LUX

548.60 LUX

308.58 LUX

197.49 LUX

137.15 LUX

0 1 2 3 41234
ZFCAB（24X1.5W-C8-45°/35°）

ZFCAA

ZFCAB

ZFCAA

ZFCAB



139138

2457.46

3071.83

1843.10

1228.73

0.00

614.37

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.7m

2.6m

3.4m

4.3m

5.2m

0.6m

1.3m

1.9m

2.5m

3.1m

3.8m

195.42 LUX

48.86 LUX

21.71 LUX

12.21 LUX

7.82 LUX

5.43 LUX

Center beam LUX Beam width

Ver.Spread:24.2 Horiz.Spread:17.8

HV
2m

4m

6m

8m

10m

12m

C90(MAX):
C0/C180:

C90/C270:

614.37
1228.73
1843.10
2457.46
3071.838

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

195.42 LUX

48.86 LUX

21.71 LUX

12.21 LUX

7.82 LUX

5.43 LUX

0 1 2 3 41234
ZFCAC (6X2W-C11-45°/35°)

328

6365

313
58

90

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>3251kgs

A

1306.94

1633.68

980.21

653.47

0.00

326.74

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.7m

1.5m

2.2m

3.0m

3.7m

4.5m

0.6m

1.3m

1.9m

2.5m

3.1m

3.8m

116.23 LUX

29.06 LUX

12.91 LUX

7.26 LUX

4.65 LUX

3.23 LUX

Center beam LUX Beam width

Ver.Spread:21.2 Horiz.Spread:17.8

HV
2m

4m

6m

8m

10m

12m

C90(MAX):
C0/C180:

C90/C270:

326.74
653.47
980.21
1306.94
1633.68

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

116.23 LUX

29.06 LUX

12.91 LUX

7.26 LUX

4.65 LUX

3.23 LUX

ZFCAD (3X2W-C11-45°/35°)
0 1 2 3 41234

195

65

180

90

63
58

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>3251kgs

A

ZFCAC ZFCAD



141140

2453.28

3066.61

1839.96

1226.64

0.00

613.32

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.8m

2.7m

3.6m

4.5m

5.4m

0.9m

1.8m

2.6m

3.5m

4.4m

5.3m

766.65 LUX

191.66 LUX

85.18 LUX

47.92 LUX

30.67 LUX

21.30 LUX

Center beam LUX Beam width

Ver.Spread:25.3 Horiz.Spread:24.8

HV
2m

4m

6m

8m

10m

12m

C0(MAX):
C0/C180:

C90/C270:

613.32
1226.64
1839.96
2453.28
3066.61

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

766.65 LUX

191.66 LUX

85.18 LUX

47.92 LUX

30.67 LUX

21.30 LUX

ZFDAA (6X2W-B27-25°)
0 1 2 3 41234

328
313

58
6365

90

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>3251kgs

A

1067.38

1334.22

800.53

533.69

0.00

266.84

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.8m

2.7m

3.6m

4.5m

5.4m

0.9m

1.8m

2.7m

3.6m

4.5m

5.4m

332.07 LUX

83.02 LUX

36.90 LUX

20.75 LUX

13.28 LUX

9.22 LUX

Center beam LUX Beam width

Ver.Spread:25.6 Horiz.Spread:25.6

HV
2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

266.84
533.69
800.53
1067.38
1334.22

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

332.07 LUX

83.02 LUX

36.90 LUX

20.75LUX

13.28 LUX

9.22 LUX

0 1 2 3 41234
ZFDAB (3X2W-B27-25°)

195

65

180

90
63

58

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>3251kgs

A

ZFDAA ZFDAB



143142



145144

407.61

0.00

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.8m

2.6m

3.5m

4.4m

5.3m

0.9m

1.8m

2.7m

3.6m

4.5m

5.4m

101.90LUX

25.48 LUX

11.32 LUX

6.37LUX

4.08LUX

2.83 LUX

Center beam LUX Beam width

Ver.Spread:25.3 Horiz.Spread:24.7

HV
2m

4m

6m

8m

10m

12m

H=0:
V=0:

81.52

81.52

163.04 163.04

244.57

244.57
326.09

326.09

407.61
1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

101.90 LUX

25.48LUX

11.32 LUX

6.37LUX

4.08 LUX

2.83 LUX

ZGAAA/B (1X2W-B34D-25°)
0 1 2 3 41234

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>1106kgs

Ø58

43

40

58

58

40

43

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

46.98LUX

11.75LUX

5.22LUX

2.94LUX

1.88LUX

1.31 LUX

ZGBAA (1X2W-C9-
0 1 3 41234

35°45°/ )

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.9m

2.8m

3.7m

4.7m

5.6m

0.9m

1.7m

2.6m

3.4m

4.3m

5.1m

46.98LUX

11.75LUX

5.22LUX

2.94LUX

1.88LUX

1.31 LUX

Center beam LUX Beam width

Ver.Spread:24.0 Horiz.Spread:26.2

HV
2m

4m

6m

8m

10m

12m

H=0:
V=0:

62.35

0.00

124.70
  62.35 124.70

187.05

187.05

249.40

249.40

311.75

311.75

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>1106kgs

Ø58

43

40

ZGAAA

ZGAAB

ZGAAA ZGAAB

ZGBAA



147146

628.31

785.38

471.23

314.15

0.00

157.08

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.7m

1.4m

2.1m

2.8m

3.5m

4.3m

0.7m

1.5m

2.2m

2.9m

3.6m

4.4m

196.35 LUX

49.09 LUX

21.82 LUX

12.27 LUX

7.85 LUX

5.45 LUX

Center beam LUX Beam width

Ver.Spread:20.1 Horiz.Spread:20.6

HV
2m

4m

6m

8m

10m

12m

C0(MAX):
C0/C180:

C90/C270:

157.08
314.15
471.23
628.31
785.38

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

196.35 LUX

49.09 LUX

21.82 LUX

21.82 LUX

7.45 LUX

5.42 LUX

ZGCAA/B (1X2W-B33D-20°)
0 1 2 3 41234

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>1106kgs

Ø58

Ø41

43

54

58 58

Ø41

43

54

417.50

521.88

313.13

208.75

0.00

104.38

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.8m

1.7m

2.5m

3.3m

4.1m

5.0m

0.8m

1.5m

2.3m

3.0m

3.8m

4.5m

78.46 LUX

19.61 LUX

8.72 LUX

4.90 LUX

3.14 LUX

2.18LUX

Center beam LUX Beam width

Ver.Spread:23.4 Horiz.Spread:21.5

HV

2m

4m

6m

8m

10m

12m

C90(MAX):
C0/C180:

C90/C270:

104.38

208.75

313.13

417.50

521.88
1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

78.46 LUX

19.61 LUX

8.72 LUX

4.90 LUX

3.14 LUX

2.18 LUX

ZGDAA (1X2W-C9-45°/35°)
0 1 2 3 41234

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>1106kgs

Ø58

Ø41

43

54

ZGCAA

ZGCAB

ZGCAA ZGCAB

ZGDAA



149148

1610.78

2013.48

1208.09

805.39

0.00

402.70

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.8m

1.6m

2.4m

3.2m

4.0m

4.7m

0.8m

1.5m

2.3m

3.1m

3.8m

4.6m

500.77 LUX

125.19 LUX

55.64 LUX

31.30 LUX

20.03 LUX

13.91 LUX

Center beam LUX Beam width

Ver.Spread:22.4 Horiz.Spread:21.8

HV
2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

402.70
805.39
1208.09
1610.78
2013.48

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

500.77 LUX

125.19 LUX

55.64 LUX

31.30 LUX

20.03 LUX

13.91 LUX

0 1 2 3 41234
ZGEAA/B (3X2W-FB03-20°)

Ø116

110

38

43

30

116

110

43

30

38
Ø116

38

116

38

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>3370kgs

Ø116

110

38

43

30

116

110

43

30

38
Ø116

38

116

38

1840.46

2300.58

1380.35

920.23

0.00

462.12

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.6m

1.2m

1.9m

2.5m

3.1m

3.7m

0.5m

1.1m

1.6m

2.2m

2.7m

3.3m

65.48 LUX

16.37 LUX

7.28 LUX

4.09 LUX

2.62 LUX

1.82 LUX

Center beam LUX Beam width

Ver.Spread:17.6 Horiz.Spread:15.6

HV
2m

4m

6m

8m

10m

12m

C270(MAX):
C0/C180:

C90/C270:

462.12
920.23
1380.35
1840.46
2300.58

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

65.48 LUX

16.37 LUX

7.28 LUX

4.09 LUX

2.62 LUX

1.82 LUX

0 1 2 3 41234
ZGFAA/B (3X2W-C9-45°/35°)

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>3370kgs

ZGEAA

ZGEAB

ZGEAA ZGEAB ZGEAA ZGEAB

ZGFAA

ZGFAB

ZGFAA ZGFAB ZGFAA ZGFAB



151150

3654.08

4567.60

2740.56

1827.04

0.00

913.52

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.8m

1.5m

2.3m

3.0m

3.8m

4.5m

0.8m

1.5m

2.3m

3.0m

3.8m

4.5m

1133.51 LUX

283.38 LUX

125.95 LUX

70.84 LUX

45.34 LUX

31.49 LUX

Center beam LUX Beam width

Ver.Spread:21.4 Horiz.Spread:21.3

HV
2m

4m

6m

8m

10m

12m

C90(MAX):
C0/C180:

C90/C270:

913.52
1827.04
2740.56
3654.08
4567.60

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

1133.51 LUX

283.38 LUX

125.95 LUX

70.84 LUX

45.34 LUX

31.49 LUX

0 1 2 3 41234
ZGGAA/B (6X2W-FB06-20°)

Ø173

40

3856

Ø173

38
38

173

40

38
56

173

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>3370kgs

ZGGAA

ZGGAB

ZGGAA ZGGAB ZGGAA ZGGAB



153152

Ø173

40

3856

Ø173

38
38

173

40

38
56

173

IP67
OUTDOOR

RATED

PWM 1-10V DALITRIAC
COMPLIANT G

LASS PRESSURE CAPACITY

>3370kgs

3801.72

4752.15

2851.29

1900.86

0.00

950.43

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.7m

1.4m

2.1m

2.8m

3.5m

4.2m

0.6m

1.2m

1.7m

2.3m

2.9m

3.5m

303.84 LUX

78.46 LUX

34.87 LUX

19.61 LUX

12.55 LUX

8.72 LUX

Center beam LUX Beam width

Ver.Spread:19.8 Horiz.Spread:16.6

HV
2m

4m

6m

8m

10m

12m

C90(MAX):
C0/C180:

C90/C270:

950.43
1900.86
2851.29
3801.72
4752.15

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

313.84 LUX

78.46 LUX

34.87 LUX

19.61 LUX

12.55 LUX

8.72 LUX

ZGHAA/B (6X2W-C9-45°/35°)
0 1 2 3 41234

ZGHAA

ZGHAB

ZGHAA ZGHAB ZGHAA ZGHAB




